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Control Station
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CONTROL YOUR POOL REMOTELY

 •  A single control box for remote device regulation and control
 •  4 auxiliary relays for control and management of filtration cycles, heat regulation, 
lighting and also for an additional equipment (outdoor lighting, water feature...)

 •  Three 230V output voltage auxiliary relays including dosing pump for pH and 
disinfectant

 • Optional probe for free chlorine measurement
 •  Sold with the Sense & Dispense module for a continuous pH and Redox (water 
disinfectant capacity) control*

 •  Two dosing pumps for pH regulation and liquid chlorine injection* 
 •   Wifi�module: simple, trouble-free remote management
* Only available for CST-CTL-PHORP
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Control all your pool equipment with Alexa and Google Assistant*

CONNECTIVITY

AVAILABLE 
OPTIONS

Goldine pH probe kit AQR-CTL-KITPH
Standard pH probe kit BKPER-OPTION-PH
ORP Goldine probe kit AQR-CTL-KITORP

Standard ORP probe kit AQR-CTL-KITORP2
Probe for free chlorine H-OPTION-CL

Wifi RS3WI-OPTION-W
Ethernet Module RS3NET-OPTION-L

Detachable Touch Screen CTS-OPTION-TS
Detachable TFT screen AQR-PLUS-PANL

Detection of empty supply tank AQR-PLUS-CANNE
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Description CST-CTL-PHORP
Complete box - pH & probe

CST-CTL-BC 
Box only

Wifi modul Included No
Four main potential-free outputs Filtration time / Light / Temperature / Other auxiliary

Output Auxiliary 230V 50Hz
pH control Yes (Goldline probe) No

ORP control Yes (Goldline probe) No
Display 2.8’’ TFT

Power supply 230V 50Hz
Dimensions 270 X 220 X 115 mm

Electronic box Fireproof plastic ABS black
Protection cover Plastic ABS black
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